 
Changes in the program version 20.0 compared with the 19.0 program version
1. New electric drives were included in the program: “AM3-PP/160-07“, and “AM4-PP/300-09“.

 

2. New electric drives were included in the program: “AM1-PP/20-15R“, “AM1-PP/30-15R“, “AM1-PP/40-15R“, and “AM1-PP/50-12R“.

 

3. New option was added to the program: a possibility to create SAP-xml file containing an order for roller shutters. Additionally, there is an option to transfer this xml file to HTTP server (for details please refer to Help section “Orders”, subsection “Bookmark “Orders”.

 

4. The choice of “FK/SF-B“ fastening set is now prohibited when making calculation for roller shutters with the following drives: “AM1/10-15“, “AM1/20-15“, “AM1/30-15“, “AM1/40-15“, “AM1/50-12“, “AM1-PP/20-15”, “AM1-PP/30-15”, “AM1-PP/40-15” or “AM1-PP/50-12”.

 

5. The choice of “KMU/WG“ mount is now prohibited when making calculation for roller shutters with the following drives: “AM0/06-28“, “AM0/06-28R“, “AM0/10-17“, “AM0/10-17D“ or “AM0/10-17R“.

 

6. The algorithm for calculating the length of lath of the main profile for roller shutters with guide rails “GR83x33I/eco” and “GR83x33/eco” has been changed.

 

7. The value of the “Weight” parameter has been corrected for main profiles: “PD/55m“ and “PD/55mN“.

 

8. The choice of “GD14/U“, “GD14“, “GD14/C“, and “GD14/W“ entry guides is now prohibited when making calculation for roller shutters with “AER56“ main profile.

 

9. The choice of “RGH/77“, “RGH/14“, “RG/C“, and “RGH/C“ guide rollers is now prohibited when making calculation for roller shutters with “AER56“ main profile.

 

10. Currently, if during the process of roller shutter calculation you choose ”SF360” or ”SF360m” end caps and ”SP/77-MSW” or ”SP/77-MSM” side locks, then the choice of “RGH/77“ guide roller is prohibited.

 

11. The choice of “RGV/77“ guide roller is currently allowed only for roller shutters with the following main profiles: “AG/77“, “AG/77H“ и “PD/77“.

 

12. New remote control was included in the program: “AT-4N“.

 

13. New radio timers were included in the program: “AT5/RT“ and “AT5S/RT“ (they can be added to the roller shutter specification only manually).

 

14. New guide rails were included in the program: “GR53x22IE/W“, “GR53x22BE/W“, and “M-GR53x39IE/W“.

 

15. Main profiles “PD/39N“ were included in the program with the following colours: “107“, “113“, “119“, and “125“.

 

16. Main profiles “AR/40“ and “AR/40N“ were included in the program with the colour “119“.

 

17. Main profiles “PD/55mN“ were included in the program with the colours: : “113“ and “119“.

 

18. Main profiles “PD/77“ were included in the program with the following colours: “107“, “113“, “119“ и “125“.

 

19. “ES9x45“ and “ES9x45R“ end slats were included in the program with the following colours: “119“, “139“, “149“ и “159“.

 

20. The following profiles were removed from the program: “AEG56m“, “AEG56m/P“, “AER56m“, and “AEG30/Sm“.

 

21. “SP/56m“ side lock was removed from the program.

 

22. The following components were removed from the program: “AG/77H“ in colours “107“, “110“, “115“, “121“, “122“, “125“, and “126“; “AR/377“ in colours “120“, “124“, and “126“; “AR/377N“ in colours “120“, “124“, and “126“; “AR/45“ in colour “126“; “AR/45N“ in colour “126“; “ARH/40“ in colours “107“, “110“, “115“, “122“, “124“, and “126“; “ARH/40N“in colours “107“, “110“, “115“, “122“, “124“, and “126“; “ARH/55“in colours “21“, “115“, “123“, “124“, and “129“; “ARH/55N“in colours “21“, “115“, “123“, “124“, and “129“; “SB45/230“in colours “249“ and “259“; “SB45/360“in colour “207“; “SB45/405“in colours “03“ and “04“; “SF405/C“ in colours “103“ and “104“.

 

23. All components with colours “06“, “106“, “206“, “116“, and “216“ were removed from the program.

 

24. Bugs found have been fixed.

 

